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WARNING: Do not work on this pump until you are sure the pump and associated piping are totally 

depressurized, and if pumping hot liquids that the temperature is safe to handle.

Be sure that electricity to the motor is shut off and locked out, or if the motor is to be tested while running that 21ttorle.



Limited Warranty
We warrant to our immediate customer and to the ultimate consumer that products of our manufacture will be free of defects

in material and workmanship under normal use and service for the following time periods, when installed and maintained in

accordance with our instructions. 



SAFETY  FIRST!



GENERAL INFORMATION



It is required that a permanent ground connection be made
to the unit using a conductor of appropriate size from a metal



STUFFING BOX - MECHANICAL SEAL:
With the exercise of a few precautions a mechanical seal

will furnish very satisfactory operation in pumps.

Precautions which should be observed are:

1. Do not run the pump dry. The flat faces of the seal are

lubricated by the liquid being pumped.

2. Vent the seal housing if it is the highest point in the

pump.

3. Purge the system thoroughly to remove scale or dirt

which may injure the seal prematurely due to the 

abrasive condition of the liquid.

INSTALLING A NEW MECHANICAL SEAL

CAUTION: This seal is a precision product and should be

handled accordingly. Be especially careful not to scratch

or chip the lapped sealing faces of the washer and floating

seat. If reinstalling a used seal, both sealing faces should

be relapped.

INSTALLING STATIONARY ELEMENT

The seat must be seated securely in the seat ring with the





TROUBLE SHOOTING CHARTSYMPTOM POSSIBLE CAUSE(S) CORRECTIVE ACTION

Little or no discharge


