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Fan-cooled, open motor

Nylon volute & impeller

Stainless steel shaft

Viton shaft seal

Aluminum mounting bracket

1/4" FNPT & 1/2" MNPT intake

1/4" MNPT Discharge

Motor —

®

1/200 HP

Intermittent Liquid Temp. up to — 120° F

Intake — 1/4" FNPT & 1/2" MNPT

Discharge — 1/4" MNPT

Housing — N/A

Cover — N/A

Volute — Nylon

Impeller — Nylon

Shaft Seal — Viton

Screen — N/A

Gasket — Nitrile

®

Non-submersible, open motor pump for in-line use in hot drink dispenser, fountain and fresh water applications.

Largely used in water displays. Nylon pump head has both 1/4" FNPT and 1/2" MNPT intake and 1/4" MNPT

discharge. Fan-cooled motor, stainless steel motor shaft, Viton seal, Nitrile volute gasket and aluminum

mounting bracket.

®

1-AA-OM Series

Construction
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1-AA-OM Series

Replacement Parts

Fan

Volute 101330

131002

3' Feet PSI

1-AA-OM 531001 1/4" FNPT 1/200 115 60 0.5 20 7 3.0 1 2.00

HP Volts Hertz

Weight

(Lbs.)

Performance (GPH @ Head) Shut Off

Amps Watts

Pwr. Cord

(ft)

Model

No.

Item

No. Discharge

Specifications

Listings 1' 5'

110 85 551/2" MNPT &
1/4" FNPT

Intake
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Gasket 131009

Impeller 101433
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